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piston style dp gauge 
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filterSHIELD 

Available Pressure Ranges  

• (10, 20, 30, 50 PSID) 

Specs 

• Teflon seal on Piston 
• Aluminum 
• 3,000 PSI system pressure  
• 175F Temperature Rating 
• Custom variants available upon 

request 
• Stocked inventory available 

 

 

 

 

Great for carts and 
other filters 

Every filterSHIELD includes a 
color band and max indicating 

pointer standard 
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Model Number System 

Accessories Overview 

Follower Pointer: Shows Max Reading 
 
 
 
 
 
 

Color Band: Customizable 3 Color Arc 
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	 	DPP Model Numbering Systems 2018 

	
Filter Status Indicators 

	

Gauge Model 

DPP175* 
DPP750 
DPP975 

 

Range (all PSID) 

3.5 
5 

10 
15 
25 
30 
40 
43 

 

Option  

XXXXXX   -       XX   -           XXX        

Blank: None 
RMB: 1/8” NPT Connection 
RS: Electrical Switch 
 

Example 
 

DPP975 
1/8” NPT connections 

10 PSI range 
 

Model: DPP975-10-RMB 
 

Example 
 

DPP975 
Direct filter head mount 

10 PSI range 
 

Model: DPP975-10 
 

Example 
 

DPP975 
1/8” connections 
Electrical Switch 

10 PSI range 
 

Model: DPP975-10-RMBRS 
 

Gauge Model 

FS: filterSHIELD 
 

Range 

XX         -         XX   

10 PSI 
20 PSI 
30 PSI 
50 PSI 

 

Example 
 

filterSHIELD 
10 PSI range 

 
Model: FS-10 

 

DPP175, DPP750, and DPP975 

	

filterSHIELD 

	

DPP175*: No switch 
available 

• All models come with max indicating pointer and Green/Yellow/Red color arc as a standard. 
• Dials are panel mountable 

Example 
 

DPP175 
Electrical Switch 

10 PSI range 
 

Switch + DPP175 
unavailable 

 



 

 

 

 

 

+ 
Web: DifferentialPressure.com 
Email: info@dpgaugeusa.com 
Phone: 203-481-2545 
Address: 67-4 North Branford Road, Branford, CT, 06405 

Differential Pressure Plus Inc. has been 
designing and manufacturing filter indicators 
and differential pressure gauges for 25 years. 


